Modeling, Simulation and Control of Middle Vessel Batch Distillation Column  by Rao, C.S. & Barik, K.
 Procedia Engineering  38 ( 2012 )  2383 – 2397 
1877-7058 © 2012 Published by Elsevier Ltd.
doi: 10.1016/j.proeng.2012.06.285 
Available online at www.sciencedirect.com
Open access under CC BY-NC-ND license.
Open access under CC BY-NC-ND license.
2384   C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2385 C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2386   C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2387 C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2388   C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2389 C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2390   C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2391 C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2392   C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2393 C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2394   C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2395 C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2396   C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
2397 C. S. Rao and K. Barik /  Procedia Engineering  38 ( 2012 )  2383 – 2397 
